


DIN1
(150 2339**)

DIN7
(150 2338**)

DIN 84
(150 1207**)

DIN 85
(1S0 1580**)

~DIN 93

DIN 94
(150 1234*)

DIN o4

DIN 95

DIN 96

DIN 97

DIN 98

DIN 99

DIN 125
(IS0 7089**)
(1S0 7090**)

DIN 125
1251127

DIN 126
(1S0 7091*)

~DIN 127

Taper pins

Parallel pins

Slotted cheese head screws

Slotted pan head screws

Tap washers with a long tap

Split pins

Article 82094
Split pins assortment

Slotted raised countersunk head wood screws

Slotted round head wood screws

Slotted countersunk head wood screws

SPAX and chipboard screws

Rotatable ball handles

Tapered handles

Plain washers, product grade A

Article 82125/Article 82127
Washers assortment
Washers and spring lock washers assortment

Plain washers, product grade C

Article 88100
Plain washers ("type 1")

Spring lock washers



~DIN 128

~DIN 137

DIN 186

DIN 258

DIN 261

DIN 315

DIN 316

DIN 319

DIN 404

DIN 417
(IS0 7435*)

DIN 427
(150 2342%)

DIN 431

~DIN 432

Article 88123-88129
TECKENTRUP lock washers for hexagon head screws
and hexagon socket head cap screws

Article 88130/88131
Lock rings

Spring lock washers

Spring washers

T-head bolts with square neck

Taper pins with external thread,

constant taper length

T-head bolts

Wing nuts, rounded or edged wings

Article 88215
Wing nuts, small "American" type

Wing screws, rounded or edged wings

Ball knobs

Slotted capstan screws

Slotted grub screws with full dog point

Slotted headless screws with chamfered end

Pipe nuts

Washers with external tap



DIN 433
(1S0 7092**)

DIN 434

DIN 435

DIN 436

DIN 439

(150 4035/
8675*+)

DIN 440

(IS0 7094**)

DIN 443

DIN 44l

DIN 462

~DIN 463

DIN 464

DIN 466

DIN 467

DIN 470

DIN 471

DIN 471

Washers for cheese head screws

Square taper washers for U beams (taper 8 %)

Square taper washers for double-T beams
(taper 14 %)

Square washers

Hexagon thin nuts

Washers for wood constructions

Sealing push-in type caps

Eye bolts

Internal tab washers

Washers with 2 taps

Knurled thumb screws

Knurled nuts, high type

Knurled nuts, low type

Sealing discs

Retaining rings for shafts,
normal type, heavy type

Article 82471
Assortment of retaining rings for shafts



DIN 472

DIN 478

DIN 479

DIN 480

DIN 508

DIN 525

DIN 529

DIN 546

DIN 551
(150 4766*)

DIN 553
(IS0 7431*)

DIN 555
(IS0 4,031***)

DIN 557

DIN 561

DIN 562

DIN 564

DIN 571

Retaining rings for bores

Square head bolts with collar

Square head bolts with dog point

Square head bolts with collar,
short dog point and rounded end

T-slot nuts

Studs for welding

Masonry bolts (anchor bolts)

Slotted round nuts

Slotted grub screws with flat point

Slotted grub screws with cone point

Hexagon nuts

Square nuts

Hexagon head set screws with dog point

Square thin nuts

Hexagon head set screws
with short dog point and flat cone end

Hexagon head wood screws

Article 88005
Plastic sealings/caps for hexagon head,
wood screws for corrugated roof panels

ww




DIN 580

DIN 582

DIN 601
(IS0 4,016***)

DIN 603

DIN 603

DIN 604

DIN 605

DIN 607

DIN 608

DIN 609

~DIN 610

DIN 653

DIN 660
(150 1051*)

DIN 661
(150 1051*)

DIN 662
(150 1051*)

DIN 674
(150 1051*)

~DIN 703

DIN 705

Lifting eye bolts

Lifting eye nuts

Hexagon head bolts

Cup head square neck bolts

Cup head square neck bolts,
thread up to square neck

Flat countersunk nib bolts

Flat countersunk square neck bolts

Cup head nib bolts

Flat countersunk square neck bolts with short
square

Hexagon fit bolts with long thread

Hexagon fit bolts with short thread

Knurled thumb screws, low type

Round head rivets

Countersunk head rivets

Mushroom head rivets (sheet metal rivets)

Flat round head rivets

Adjusting rings, heavy range

Adjusting rings, light range



~DIN 741

DIN 787

DIN 835

DIN 906

DIN 908

DIN 909

DIN 910

DIN 91
(1S0 2936*)

DIN 912
(150 4762*)

~DIN 912
(150 12174*)

~DIN 912
ISR
(IS0 11579)

DIN 913
(IS0 4026*)

DIN 914
(1S0 Lo27*)

DIN 915
(1S0 4028%*)

DIN 916
(1S0 4029%)

DIN 917

U-bolt wire rope grips

T-slot screws

Studs, metal end = 2d

Hexagon socket pipe plugs
with taper thread

Hexagon socket screw plugs
with cylindrical thread

Hexagon head pipe plugs
with taper thread

Hexagon head screw plugs
with cylindrical thread

Hexagon socket screw keys (socket wrenchs)

Hexagon socket head cap screws UNhg

Hexagon socket head cap screws
with thread up to head, with fine pitch thread

Hexalobular socket head cap screws

Article 88912
Hexagon socket cap screws with flange,
lock ribs under the flange

Hexagon socket set screws with flat point

Hexagon socket set screws with cone point

Hexagon socket set screws with full dog point

Hexagon socket set screws with cup point

Hexagon cap nuts, low type



DIN 920

DIN 921

DIN 923

DIN 927

DIN 928

DIN 929

DIN 931
(1SO Lo14***)

DIN 933
(IS0 Lo17***)

DIN 933

DIN 934
(150

14032, 4033***
8673/8671***)

DIN 934

DIN 935

Slotted small cheese head screws

Slotted large cheese head screws

Slotted cheese head shoulder screws

Slotted shoulder screws

Square weld nuts

Article 88109
Square caged nuts

Hexagon weld nuts

Hexagon head bolts with shank M

UNC
Hexagon head screws M
with thread up to head UNC

Slotted hexagon head screws

Article 88913
Hexagon head screws with flange and lock ribs

Article 88933
Hexagon head locking screws with flange

Article 88914
Hexagon nuts with flange and lock ribs

Article 88934
Hexagon locking nuts

Hexagon nuts M
Ww
UNC

Article 82934, 82935
Hexagon nut assortment

Hexagon slotted and castle nuts



DIN 936

(150 o35/
8675*+)

DIN 937
(=DIN 979)

DIN 938

DIN 939

DIN 960
(150 8765***)

DIN 961
(150 8676***)

DIN 962

DIN 963
(1S0 2009**)

DIN 964
(1S0 2010**)

DIN 965
(IS0 7046**)
~DIN 965
ISR_

DIN 966

(IS0 7047**)

~DIN 975
DIN 976-1

~DIN 975

DIN 976-1

DIN 979

Hexagon thin nuts

Hexagon thin slotted and castle nuts

Studs, metal end =1d
AD

Studs, metal end = 1,25 d
AD

Hexagon head bolts with shank,
with metric fine pitch thread

Hexagon head screws
with thread up to head, with metric fine pitch
thread

Additional types and finishes for screws/bolts

(= Technical Information)

Slotted countersunk head screws

Slotted raised countersunk head screws

Countersunk head screws with cross recess

Countersunk head screws with hexalobular socket

Raised countersunk head screws with cross recess

Threaded rods 1000mm
2000mm
Ww

Threaded rods with trapezoidal thread

Article 88089, 88090
Nuts with trapezoidal thread, round, hexagon

Stud bolts

Hexagon thin slotted and castle nuts



DIN 980

(DIN 6925***)
(150 7012/
7719/10513)

~DIN 980

DIN 981

DIN 982
(DIN 6924***)
(150 7010/
7041110512)

DIN 983

DIN 985
(DIN 6924***)
(150 10511/
10512)

DIN 985

DIN 986

DIN 988

DIN 1052

DIN 1052

IS0 1207
(DIN 84**)

1SO 1234
(DIN 94*)

DIN 1440
(1S0 8738**)

DIN 1441

Prevailing torque type hexagon nuts, all-metal

Article 84032
Biloc nuts/prevailing torque type hexagon nuts

Article 88105
THERMAG nuts,
prevailing torque type hexagon nuts, all-metal

Locknuts for rolling bearings

Prevailing torque type hexagon nuts
with non-metallic insert (plastic), high type

Retaining rings with lugs for shafts, (retainer
rings)

Prevailing torque type hexagon nuts
with non-metallic insert (plastic), low type

Article 82985
Assortment of prevailing torque type hexagon nuts

Prevailing torque type hexagon domed cap nuts
with non-metallic insert

Shim rings/supporting rings

Timber connectors, spikes one sided or two sided,
metal sheet/malleable cast iron

Washers for timber connectors

Slotted cheese head screws

Split pins

Washers for clevis pins, product grade A

Washers for clevis pins, product grade C



DIN 1444
(1S0 2341**)

DIN 1471
(IS0 8714**)

DIN 1472
(IS0 8745**)

DIN 1473
(IS0 8740**)

DIN 1474
(IS0 8711**)

DIN 1475
(IS0 8742/8743)

DIN 1476
(150 8746*)

DIN 1477
(150 8747*)

DIN 1478

DIN 1479

1SO 1479

(DIN 7976*)

DIN 1480

DIN 1481
(150 8752**)

DIN 1481

IS0 1580
(DIN 85**)

DIN 1587

Clevis pins with head

Grooved pins, full-length taper grooved

Grooved pins, half length taper grooved

Grooved pins, full length parallel grooved

Grooved pins, half length reverse grooved

Grooved pins, third length centre grooved

Grooved pins with round head

Grooved pins with countersunk head

Turnbuckles made from tubes .
SP = turnbuckles uz
SP-AE = with 2 welding studs

Hexagon turnbuckles .
uz

Hexagon head tapping screws

Turnbuckles, forged .
SP = turnbuckles without accessories Uz
SP-AE = with 2 welding studs

SP-RR = with 2 eye bolts

SP-RH = with eye bolt and hook bolt

SP-HH = with 2 hook bolts

SP-BS = with 2 flat leaf screws

Spring type straight pins, heavy duty

Article 82481
Spring type straight pins assortment

Slotted pan head screws

Hexagon domed cap nuts, high type



EN 1661
(DIN 6923***)

EN 1663
(DIN 6926**)

EN 1664
(DIN 6927**)

EN 1665
(DIN 6921***)

DIN 1804

DIN 1816

IS0 2009
(DIN 963**)

I1SO 2010
(DIN 964**)

DIN 2093
ISO 2338
(DIN 7**)

IS0 2339
(DIN 1**)

IS0 2341
(DIN 144*)

IS0 2342
(DIN g27*)

DIN 2510

DIN 2510

DIN 3016

Hexagon nuts with flange

Prevailing torque type hexagon nuts with flange

and non-metallic insert

Prevailing torque type hexagon nuts with flange,

all-metal

Hexagon bolts with flange

Slotted round nuts for hook spanner

Round nuts with set pin holes inside

Slotted countersunk flat head screws

Slotted raised countersunk head screws

Disc springs

Parallel pins

Taper pins

Clevis pins with head

Slotted headless screws with shank

Bolts with waisted shank,
with certificate EN 10204/3.2/3.1

Hexagon nuts for bolts with waisted shank,
with certificate EN 10204/3.1

Fastening clamps with rubber profile



DIN 3017

DIN 3404

DIN 3405

DIN 3567

DIN 3568

DIN 3570

IS0 4014
(DIN g31¥/***)

1SO 4017
(DIN 933*/***)

1SO 4026
(DIN 913*)

1SO 4027
(DIN 914*)

ISO 4028
(DIN 915*)

ISO 4029
(DIN 916*)

ISO 4032
(DIN 934***)

ISO 4033
(DIN 934***)

Hose clamps

type A = with worm gear drive
type B = with fastening lugs
type C = with hinge bolts

Lubricating nipples, button head

Lubricating nipples, cupped type

Pipe clamps

Clamping plates for pipe fixings

Stirrup bolts

Hexagon head bolts with shank
AD
DGRL
UNC

Hexagon head screws with thread up to head

DGRL
UNC

Hexagon socket set screws with flat point

Hexagon socket set screws with cone point

Hexagon socket set screws with full dog point

Hexagon socket set screws with cup point

Hexagon nuts, 1SO type 1, coarse thread
AD
DGRL
UNC

Hexagon nuts, 1SO type 2, coarse thread,
property class 12



ISO 4035 Hexagon thin nuts, chamfered

(DIN w39/
936***)
~DIN 4109 Screwed tubular clamps with noise protection
inlay
ISO 4762 Hexagon socket head cap screws
(DIN 912%) UNC
ISO 4766 Slotted grub screws with flat point
(DIN 551%)
DIN 5299 Snap hooks, type C
DIN 5406 Lockwashers/safety plates
MB/MBL for locknuts acc. to DIN 981
DIN 5586 Hexagon head screw plugs with collar,
vent and melted sealing (type B)
DIN 910-2, type A
DIN 6304 Tommy screws with fixed clamping bolt
DIN 6305 Tommy nuts with fixed clamping bolt
DIN 6306 Tommy screws with movable clamping bolt
DIN 6307 Tommy nuts with movable clamping bolt
DIN 6311 Thrust pads
for grub screws with thrust point acc. to DIN 6332
DIN 6319 Spherical washers type C,
Conical seats type D and G
DIN 6325 Parallel pins
(IS0 8734*)
DIN 6330 Hexagon nuts with a height of 1,5 d,

type B = one spherical bearing face



DIN 6331

DIN 6332

~DIN 6334

DIN 6335

DIN 6336

DIN 6340

DIN 6796

(1S0 10670**)

~DIN 6797

~DIN 6798

DIN 6799

DIN 6880

Hexagon nuts with collar, with a height of 1,5 d

Grub screws with thrust point

Hexagon nuts with a height of 3 d

Palm grips

Star grips

Washers for clamping devices, hardened

Conical spring washers

Toothed lock washers
type A = external teeth
type | = internal teeth
type V. = countersunk

Article 88123-88126
TECKENTRUP lock washers for hexagon head
screws and hexagon socket cap screws

Article 88129
TECKENTRUP lock washers with contact serrations

Serrated lock washers
type A = external teeth
type | = internal teeth
type V. = countersunk

Retaining rings for shafts

+77 7+ +++ Key steel



DIN 6885

DIN 6887

DIN 6888

DIN 6899

DIN 6911

DIN 6912

DIN 6914
(=EN 14399)

DIN 6915
(=EN 14399)

DIN 6916
(=EN 14399)

DIN 6917

DIN 6918

DIN 6921
(EN 1665***)

DIN 6923
(EN 1661***)

Parallel keys

Taper keys with gib head

Woodruff keys

Thimbles for fibre ropes

Hexagon socket screw keys (pin wrenches)
with pilot for hexagon socket cap screws
acc. to DIN 6912

Hexagon socket head cap screws
with low head and centre

Hexagon bolts with large head
for high-strength structural bolting, system HV

Hexagon nuts with large wrench size
for high-strength structural bolting, system HV

Plain chamfered washers
for high-strength structural bolting, system HV

Square taper washers for friction grip bolts
on double-T beams in steel constructions

Square taper washers for friction grip bolts
on U beams in steel constructions

Hexagon flange bolts

Article 10105
Hexagon flange bolts acc. to MBN 10105

Hexagon flange nuts

Article 13023
Hexagon flange nuts acc. to MBN 13023



~DIN 6923

DIN 6924
(IS0 7040**/
10512)

DIN 6925
(IS0 7042**/
10513)

ISO 7040
(DIN 6924*)

ISO 7042
(DIN 6925**)

ISO 7045
(DIN 7985*)

ISO 7046
(DIN 965*)

IS0 7047
(DIN 966**)

ISO 7049
(DIN 7981*)

IS0 7050
(DIN 7982***)

IS0 7051
(DIN 7983***)

I1SO 7089
(DIN 125**)

ISO 7090
(DIN 125**)

ISO 7091
(DIN 126*)

Hexagon locking nuts with flange

Prevailing torque type hexagon nuts
with non-metallic insert (plastic)

Prevailing torque type hexagon nuts,
all-metal

Prevailing torque type hexagon nuts
with non-metallic insert (plastic)

Prevailing torque type hexagon nuts,
all-metal

Cheese head screws with cross recess

Countersunk head screws with cross recess

Raised countersunk head screws with cross recess

Pan head tapping screws with cross recess

Countersunk head tapping screws
with cross recess, countersunk < = 90°

Raised csk. head tapping screws with cross recess

Plain washers, normal series, without chamfer,
product grade A

Plain washers, normal series, with chamfer,
product grade A

Plain washers, normal series, product grade C



IS0 7092
(DIN 433**)

IS0 7093
(DIN 9021**)

ISO 7094
(DIN L40**)

DIN 7337

(10 15973~
16585)

DIN 7338

DIN 7343
(150 8750*/
8751)

DIN 7344
(IS0 8748**)

DIN 7346
(150 13337*)

DIN 7349

ISO 7379

IS0 7380-1

ISO 7380-2

~IS0 7380
ISR (150 14583)

ISO 7434
(DIN 553*)

ISO 7435
(DIN ta7*)

Plain washers, small series, product grade A

Plain washers, large series, product grade A

Plain washers, extra large series, product grade C

Blind rivets - Article 88401-88488

Rivets for brake linings and clutch linings

Spring-type straight pins, coiled, standard duty

Spring-type straight pins, coiled, heavy duty

Spring-type straight pins, slotted, light duty

Washers
for screws with heavy spring-type straight pins

Hexagon socket head shoulder screws

Hexagon socket button head screws

Hexagon socket button head screws with flange

Hexalobular socket button head screws

Slotted grub screws with cone point

Slotted grub screws with full dog point



DIN 7500 Thread rolling screws for 1SO metric thread
type C = pan head
~type D = hexagon head with collar
type E = cylinder head with hexagon socket
type M = countersunk head
type CE-ISR/PE = pan head, hexalobular socket

DIN 7504 Drilling screws with tapping screw thread
(150 15480- type K = hexagon head with collar
15483) type N = pan head

type P = countersunk head

DIN 7513 Thread cutting screws
type A = hexagon head
type B = slotted cheese head

DIN 7516 Thread cutting screws with cross recess
type A = pan head
type D = countersunk head
type E = raised countersunk head

~DIN 7516 Thread cutting screws with hexalobular socket
type AE = pan head
type DE = countersunk head
type EE = raised countersunk head

DIN 7603 Sealing rings

DIN 7604 Hexagon head screw plugs with collar

DIN 7643 Hollow screws for ring type banjos



~DIN 7964

DIN 7965

~DIN 7967

DIN 7968

DIN 7969

DIN 7976
(150 1479**)

DIN 7977
(150 8737*)

DIN 7978
(1S0 8736*)
DIN 7979
(1S0 8733/

8735%**)

~DIN 7980

DIN 7981
(IS0 7049**)

~DIN 7981
ISR (15O 14585)

DIN 7982
(IS0 7050***)

~DIN 7982
ISR (150 14586)

DIN 7983
(1SO 7051%**)

Hexagon head screws with waisted shank
type D1 = hexagon head acc.to I1SO 4014

Screwed inserts "RAMPA"

Article 88108
Tee nuts with pronge

Self locking counter nuts

Hexagon fit bolts for steel structures

Slotted countersunk head bolts for steel
structures

Hexagon head tapping screws,
type C = cone end, type F = flat end

Taper pins with external thread,
constant threaded part

Taper pins with internal thread

Parallel pins with internal thread

Spring lock washer for cheese head screws

Pan head tapping screws with cross recess,
type C = cone end, type F = flat end

Article 88981
Cap-head tapping screws

Pan head tapping screws with hexalobular socket

Countersunk head tapping screws
with cross recess

Countersunk head tapping screws
with hexalobular socket

Raised countersunk head tapping screws
with cross recess



DIN 7984

~DIN 7984
ISR (15O 14580)

DIN 7985
(IS0 7045**)

~DIN 7985
ISR (IS0 14583**)

DIN 7989

DIN 7990

DIN 7991
(=150 10642)

~DIN 7991

ISR (150 14581)
(=150 10642 ISR)

DIN 7993

DIN 7999
(=2EN 14399-8)

DIN 8140

ISO 8673
(DIN 931***)

ISO 8675
(DIN 439***)

ISO 8676
(DIN 961*/***)

ISO 8734
(DIN 6325*)

Hexagon socket head cap screws with low head

Hexalobular socket head cap screws with low
head

Pan head screws with cross recess

Pan head screws
with hexalobular socket

Washers for steel structures

Hexagon head bolts for steel structures

Hexagon socket countersunk head screws

Hexalobular socket countersunk head screws

Snap rings for shafts and bores

Hexagon fit bolts with large head
for high-strength structural bolting, system HV

Article 88330-88346
Wire thread inserts,
coarse thread, fine pitch thread, with locking

Article 88340, 88342
Assortment thread inserts

Hexagon nuts, IS0 type 1, metric fine pitch thread

Hexagon thin nuts with chamfers,
metric fine pitch thread

Hexagon head screws with thread up to head,
metric fine pitch thread

Parallel pins



ISO 8735 Parallel pins with internal thread
(= DIN 7979***)

ISO 8736 Taper pins with internal thread

(DIN 7978%)

ISO 8737 Taper pins with external thread,

(DIN 7977*) constant threaded part

ISO 8738 Washers for clevis pins

(DIN 1440*)

ISO 8740 Grooved pins, full length parallel grooved
(DIN 1473**)

ISO 8741 Grooved pins, half length reverse grooved
(DIN 1471**)

ISO 8742 Grooved pins, third length centre grooved
(DIN 1475**)

ISO 8744 Grooved pins, full-length taper grooved
(DIN 1471**)

ISO 8745 Grooved pins, half length taper grooved
(DIN 1472**)

ISO 8746 Grooved pins with round head

(DIN 1476*)

ISO 8747 Grooved pins with countersunk head

(DIN 1477*)

ISO 8748 Spring-type straight pins, coiled, heavy duty
(DIN 7344**)

ISO 8750 Spring-type straight pins, coiled, standard duty
(DIN 7343**)

ISO 8752 Spring type straight pins, heavy duty

(DIN 1481**)

ISO 8765 Hexagon head bolts with shank,

(DIN 960*/***) metric fine pitch thread

DIN 9021 Plain washers, outside diameter =3 x d

(150 7093**)

ISO 1051 Prevailing torque type hexagon nuts
(DIN 985***) with non-metallic insert

IS0 10512 Prevailing torque type hexagon nuts
(DIN 982***) with non-metallic insert, high type,

with metric fine pitch thread

IS0 10513 Prevailing torque type hexagon nuts
(DIN 980***) with metric fine pitch thread, all metal nuts



IS0 10642
(DIN 7991**)

DIN 11023

DIN 11024

1SO 12474
(DIN 912%)

1S0 13337
(DIN 7346**)

EN 14399
-L/-6
(DIN 6914p
6916)

EN
14399-8
(DIN 7999)

1S0 14579
(DIN 912 ISR*)

1S0 14580
(->DIN 7984 ISR*)

~IS0 14581
(1S0 10642
15ISR"**)

1S0 14583
(DIN 7985 ISR)

IS0 14585
(DIN 7981 ISR)

IS0 14586
(2DIN 7982 ISR)

Hexagon socket countersunk head screws

Linch pins

Article 88023
Linch pins for tubes

Spring cotters for a bolt

Hexagon socket head cap screws
with metric fine pitch thread

Spring-type straight pins, slotted, light duty

Assemblies of hexagon bolts, nuts and washers
for high-strength structural bolting, system HV

Article 88916
Safety sockets
for high-strength structural bolting assemblies

Hexagon fit bolts with large head
for high-strength structural bolting, system HV

Hexalobular socket head cap screws

Hexalobular socket head cap screws with low head

Senkschrauben mit Innensechsrund

Cheese head screws with hexalobular socket

Pan head tapping screws
with hexalobular socket

Countersunk head tapping screws <t = 90°,
with hexalobular socket



DIN 15058

DIN 15237

1SO 15480
(DIN 7504*)

1SO 15481
(DIN 7504*)

1SO 15482
(DIN 7504***)

ISO 15975~
16858
(DIN 7337)

DIN 22424

DIN 25193

DIN 28129

DIN 34810

DIN 34814

DIN 34815

DIN 34816

Axle holders (for lifting appliances)

Seating screws with cupped washer,
for attachment of components to belts

Hexagon washers head drilling screws
with tapping screw thread

Pan head drilling screws
with tapping screw thread

Countersunk head drilling screws

with tapping screw thread, countersunk < = 90°

Blind rivets - Article 88401-88488

Triangle head bolts

Mushroom head anchor screws

Clamp nuts (lifting nuts)

Plastic Fasteners

Hexagon head screws - DIN 933

Hexagon nuts - DIN 555

Washers, normal series - DIN 125

Washers, large series = DIN 9021



DIN 70852

DIN 70952

DIN 71412

DIN 71752

DIN 71802

DIN 74361

DIN 74361

DIN 80701

DIN 80704

DIN 80705

DIN 82101

MBN 10105

MBN 13023

Locknuts for hook spanners

Lockwashers/safety plates for locknuts

Lubricating nipples

Fork joints

Article 88752
Spring flap bolts ("ES bolts")

Angle joints (ball joints)

Nuts with spherical collar (type A),
Flat collar nuts (type B)

Spherical springwashers (type ()

Butterfly nuts

Bow nuts

Thin hexagonal nuts with small wrench size

D-shackles, forged

Hexagon head bolts with flange
acc. to MBN 10105

Prevailing torque type hexagon nuts
with flange acc. to MBN 13023



ASME
B18.2.1

ASME
B18.2.2

ASME
B18.2.2

ANSI
B18.22.1

ASME
B18.3

Fasteners acc. to ASME/ANSI standards

Hex cap screws with shank/full thread,
with UNC/UNF thread

Hex nuts with UNC/UNF thread

Hex jam nuts with UNC/UNF thread

Plain washers,
N = narrow, W = wide

Hexagon socket head cap screws with UNC thread



88086

88095
88096
88097

88098

88107

88099

88091

88092

88093

88094

88094

88187
88188
88189

88190

LA LA

AR NN

Spacers with thread and with hexagon

Chipboard screws with
Pozidriv cross recess Z
- hexalobular socket
- pan head

- countersunk head

Chipboard screws with partial thread,
countersunk head, hexalobular socket

Slotted mushroom head screws

SPAX chipboard screws with countersunk head,
with Pozidriv cross recess Z and center hole

SPAX chipboard screws with countersunk head,
with hexalobular socket

SPAX chipboard screws with raised countersunk
head,
with Pozidriv cross recess Z, hexalobular socket

SPAX chipboard screws with pan head,
with Pozidriv cross recess Z, hexalobular socket

SPAX chipboard screws with countersunk head,
with Pozidrive cross recess Z

SPAX chipboard screws with small countersunk
head,
with Pozidrive cross recess Z

SPAX window lair screws FEX

type A = for fastening metal reinforcements
for simple-wall profiles

type KS = fitting screws for plastic profiles
type H = screws for wooden window frames

SPAX glass strip screws



88191

88192

88193

88195

88196

88197

88198

89015

89010
8901

89014

89018

89019

88001

89012

89013

88478
88479

88654
88663

89017

SPAX post screws

SPAX screws with fixing thread for terraces planks

SPAX screws with flange head

SPAX screws with milling head for solid timber
floors

SPAX screws fully threaded and
MULTI countersunk head

SPAX screws with flange head for back boards

SPAX screws for MDF boards

SPAX flooring screws with fixing thread

SPAX frame anchors RA with star socket
Seko = with countersunk head
Zyko = with cheese head

SPAX screws for wood, glass and frames

SPAX facade screws with raised countersunk head

SPAX facade screws with raised countersunk head
and fixing thread

Caps with pin

Caps for SPAX frame anchors RA

SPAX caps with pin

SPAX screws assortment

SPAX BITcheck assortment
SPAX CUT-CASE

SPAX assembly tools for
SPAX threaded rods without head



88110

881M
88112

88113

88114
88115

88116
88117

88118

88133

88135

88136

88137

88138

88139

88140

Wood screws thread with hexagon socket and
rivet pin

Pan head/countersunk head screws
with snake eyes drive, metric thread

Button head screws with hexagon socket and pin,
metric thread

Pan head/countersunk head screws
with hexalobular socket and pin,
tapping screw thread

Button head/countersunk head screws
with hexalobular socket and pin, metric thread

Theft resistant nuts/pull-off nuts for one-way
assembly

Special bits > Articles 88665-88667

Screw eyes with wood screw thread

S-hooks

Screw eyes with metric thread

Square bend screw hooks with wood screw
thread

Straight screw hooks with metric thread

Square bend slotted screw hooks
with wood screw thread

Cup hooks with wood screw thread



88141 Cup hooks with wood screw thread, white

painted
88142 Cup hooks with metric thread
88143 Right angle screw hooks with wood screw thread,

with hexalobular socket

88144 Heavy duty screw eyes, spiral type,
with wood screw thread

88145 Heavy duty screw eyes, spiral type,
with metric thread

88149 Hanger bolts

88176 Tapping screws for facing

88276 with assembled sealing washer

88200 Pan head screws

88202 with screw thread for plastic (thermoplastics),

88203 with hexalobular socket

88204

88312 Cylindrical head tapping screws
with hexagon socket

88902- MULTI-MONTI HMS/MMS

88908 screw-in-anchors, wall screws

88912 Hexagon socket head cap screws

with flange and lock ribs

88913 Hexagon head screws with flange and lock ribs

88933 Hexagon head locking screws with flange

88928 T-head bolts/Halfen bolts HS
88938
88940
88950
88972

88941 T-head bolts HZS
88943
889L4

88981 Cap-head tapping screws



84032

88081

88087

88088

88089
88090

88105

88106

88108

88109

88118

88153

88215

88301

88302
88305
88307
88308

88330
88331~
88346

88342
88344

Biloc nuts/prevailing torque type hexagon nuts

Locknuts with non-metallic insert GUK

Hexagon couplings

Round couplings

Round and hexagon nuts with trapezoidal thread

THERMAG nuts, all-metal nuts
with prevailing torque type hexagon nuts

Rivet nuts

Tee nuts with pronge

Square caged nuts

Theft resistant nuts/pull-off nuts
for one-way assembly

RUV-REYHER captivity nuts
for usage acc. to EC machinery directive

Wing nuts, small "American" type

ENSAT threaded inserts, short, long,
setting tools for ENSAT threaded inserts

AMECOIL wire thread inserts,
coarse thread, fine pitch thread, self locking,
setting tools

AMECOIL assortment box with threaded inserts



88914

88934

88951~
88955

88964

88001

88002

88004

88005

88006

88008

88023

88100

88101

Hexagon locking nuts with lock ribs

Hexagon locking nuts, surface hardened

T-head thread plates/slide nuts for
(Halfen-) profiles

Sleeve nuts with internal thread

Non Standardized Accessories

Caps with pin for chipboard screws
for SPAX screws with inner hole

Caps with pin for chipboard screws
with Pozidriv cross recess Z

Decorative caps for cap screws
Article 88981 & 3.9

Caps with pin for chipboard screws,
for Phillips cross recess H

Plastic sealings and caps for hexagon wood screws,

7 mm & for corrugated roof panels

Caps for countersunk head screws
with hexalobular/star socket

Caps for tapping screws for facing

Linch pins for tubes

Washers "Article 1"

Plain washers/"Cupal" washers































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































































